CUSTOMER
RESPONSIBILITY

CITY
RESPONSIBILITY

/— METER BOX

BALL VALVE SEE

CONTRACTOR INSTALLED PVC CARARIER PIPE, GROUTED
FLUSH WITH INSIDE OF CHAMBER WALL — EXTENDED WITH
ONE FOOT OF PROPERTY LINE OR UTILITY EASEMENT LINE.

NOTE 2, 3, & 5

CTS POLY
WITH INSERTS
EACH END —
WRAP WITH
TRACER WIRE

BALL CORP STOP
MIP INLET BY
OUTLET —
COMPRESSION
CONNECTION FOR
CTS PE WITH INSERT

WATERMAIN

PLAN VIEW

ALL CONNECTIONS TO THE DOMESTIC SERVICE MUST BE MADE 3 FEET FROM THE METER CHAMBER.
CONTACT CITY OF WENATCHEE WATER DEPARTMENT FOR TURNING OFF/ON WATER INSIDE THE
WATER METER CHAMBER. THE CITY OF WENATCHEE STRICTLY PROHIBITS ANYONE FROM ENTERING
WATER CHAMBER OR SHUTTING WATER SERVICE OFF WITHIN METER CHAMBER.

L BALL VALVE

INLET: COMPRESSION CONNECTION FOR CTS PE PIPE
OUTLET: FIP THREAD

(2-INCHES MAX FROM CHAMBER WALL)

WATER METER CHAMBER

CUSTOMER INSTALLED TYPE "K" COPPER

WATER METER LID (SEE CITY WATER CHAMBER DETAIL SHEET 1)

TRACER WIRE
FROM SADDLE WRAPPED AROUND POLY

TO METER LID FRAME EXTENDABLE TO 12-INCHES
ABOVE SURFACE

NOTES:

1. MATERIALS SHALL BE SUBMITTED FOR CITY APPROVAL PRIOR
TO INSTALLATION.

2. MATERIAL SHALL BE NON-—LEAD, SUPPLIERS ARE TYPICALLY:
FORD, MEULLER, AND AY MCDONALD.

3. WATCH BALL VALVE SIZE TO CTS POLY, MINIMUM PIPE

DIAMETER IS 1 4 INCH FOR ALL SINGLE SERVICES FROM
WATER MAIN.

4. DOWNSTREAM WATER SERVICE PIPE DIAMETER SHALL BE THE
SAME AS THE WATER METER FOR TEN (10) FEET.

5. BALL VALVE'S COMPRESSION COUPLING TO THE CTS PE
WATER SERVICE PIPE SHALL HAVE INSERT AND BE A
MAXIMUM OF 2—INCHES FROM INSIDE OF CHAMBER.

6. ALL TAPS SHALL BE BY CITY CREWS

STANDARD DETAIL
11/2" OR 2" SINGLE METER SERVICE
WATER METER SERVICES

OR CTS POLLY STUB MAXIMUM OF 24

INCHES TO CHAMBER
ALL PRIVATE LINES LARGER
THAN 2" SHALL BE TESTED
BEFORE CONNECTING TO THE
DOMESTIC WATER SERVICE

i

BALL VALVE

ROMAC 202S SADDLE

WATER TAP BY CITY
FOR SERVICE
CONNECTION

CONTRACTOR INSTALLED PVC CARRIER PIPE, —

GOUTED FLUSH WITH INSIDE OF CHAMBER WALL
EXTENDED WITHIN ONE FOOT OF PROPERTY LINE
OR UTILITY EASEMENT LINE.

2—IN COMPACTED GRAVEL BASE

f

SECTION VIEW

BALL CORP STOP

WATERMAIN
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WATER SERVICES
SINGLE METER SERVICE TO SERVICE FROM
SIZE IN CHAMBER CHAMBER CHAMBER
(INCHES) (INCHES) (INCHES)
8 OR % 13 * 3/4
1 13 1
11/2 11/2 1.1/2
2 2 2
* 1—INCH MINIMUM AS DETERMINED BY CITY
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